


Örnek Makine, burada yer alan makina teknik özelliklerini  haber vermeksizin de�i�tirme hakk�na sahiptir.

LT -115  polipropilen, polyester, Polyamide gibi 
sentetik, Akrilik, pamuk, yün gibi do�al li�erden 
imal edilmi� ipliklerin Buharlama ve Fikseleme 
(Heat-Set) i�lemini yapan ve laboratuvar 
ortam�nda kullan�la bilindi�i gibi, dü�ük 
kapasiteli üretimlerinde  gerçekle�tire bilen  bir 
makinedir.

Makine, tek bantl�d�r ve buharlama tünelinin 
boyu 1150 mm dir. Is�, devir v.b parametreler 
Dokunmatik operatör panelinden girilmekte 
ve makine üzerindeki alarmlar online olarak 
gözlemlenmektedir. Sar�m ve ta��ma band�n�n 
h�z� birbirinden ba��ms�z olarak ayarlanabilir. 
Ta��ma band�n�n hareketleri fotoseller taraf�ndan 
kontrol edilir. Buhar tünelinin �s�t�lmas� elektrik 
rezistans� taraf�ndan yap�lmaktad�r. Buhar 
ünitesi olmayan yerlerde rahatl�kla kullan�labilir. 
Tüm kontroller makinenin sahip oldu�u PLC 
taraf�ndan gerçekle�mektedir. 

LT – 115 is developed for heat-setting process 
of synthetic yarns like polypropylene, polyester, 
polyamide and spun yarns like acrylic, wool, and 
cotton in laboratories or for production with 
lower capacities.
  
The machine has one line with an 1150 mm 
long tunnel. Parameters can be set on a touch 
screen like temperature, speed etc.. Parameters 
and actually alarms are shown on the operators 
screen.  Speed of winding and transport belt can 
be set separately for di�erent laying thickness. 
All actions are  controlled by photoelectrical 
cells. Electrical heater elements are used for the 
heating of the tunnel. This machine is specially 
designed for the enterprises which do not have 
a steam generator. All process is controlled by a 
PLC system.

Types of Yarns	 Nm 1 - Nm 18	

Yarns Processed           	PP yarn - Acrylic, Wool, 

	 Cotton and blended               

Heat of Process	 80 °C - 180 °C

Air Pressure	 6 Bar, 25 lt/h	

Electric Consumption	 14 kw/h	

Heat-Set Duration	 15 - 60  sec	

Speed of the Winders	 300 - 1000 m/min.	

Heat-Set Tunnel Lenght	1150 mm		

Number of the Conveyors	1

Conveyor Width	 180 mm			 

Water Consumption	 11 lt/h (Max.)	

Type of Heating	 Electrical Resistance

TECHNICAL FEATURES

�plik Numaralar�	 Nm 1 - Nm 18	

��lenen �plikler           	 PP �plik - Akrilik, Yün,

	 Pamuk ve Kar���mlar�                          

��leme S�cakl���	 80 °C - 180 °C

Hava 	 6 Bar, 25 lt/saat - lt/h	

Elektrik Kurulu Güç	 14 KW/Saat - kw/h	

Fikse Süresi	 15 - 60 saniye - sec	

�p Sar�m H�z�	 300 - 1000 m/d - m/min.	

Fikse Tünel Boyu	 1150 mm		

Bant Say�s�	 1

Bant Eni	 180 mm			 

Su Tüketimi	 11 lt/saat - lt/h (Max.)	

Is�tma �ekli	 Elektrik Rezistans�

TEKN�K ÖZELL�KLER

LT-115 LABORATUVAR T�P� �PL�K ISIL ��LEM MAK�NES� LT-115 Laboratory Type Yarn Heat Treatment  Machine 


